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| Alba 150

HCHIGO

Turbo Cooling/Heating

This feature maximizes cooling or heating output so room
temperature quickly reaches the preset level,

Selectable Panels b =

I

Panels with decorative strips of different colors are available for (3 »

your choice.SA STANDARD PANEL-SILVER - | ¢ L 3
—

| e—

Soft LED Setting

With integrated design, the display is cleverly concealed in the
interior of the panel for energy saving and conformable sleep,

] Standard B Crtional

TurbaCodling!  Salt LED Setting Sell.ciagnoss Iefiert Defrost Child Lack |Feel ae—

heating



| Pura 156

)

Low Voltage Operation

Air conditioner realizes operation with input power voltage ‘m“mffo
"
i ",

lowered at 170V. R /,
W v / 4

Self-diagnosis

Automnatic detection of abnormal operation or components, fault
codes will be displayed on the indoor unit.

Stronger Cooling

Through optimizing the fan and evaporator to improve much
better cooling effect.

(N standord I Optional

€~ ) ) (&) (@) (&) (&) (5]

Slonp Mode TubaCooing/  Soft|EDSeting  Temer Switch Selt-liagnosis Inteligerd Detrast Ol Lack I Feel Auto-cestort
heating
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Non-inverter

South Africa EER

R410a”

..... B R

.

CS-25H3A- CS-32H3A- CS-51H3A- CS-61H3A- CS-88H3A-
hadl CHIGO LITE | 4c1soavaL 1C150AY44 1D150AE2A 1H150AE2D X150ATC
Power Supply \;:]Hﬂ 220-240/50 220-240/50 220-240/50 220-240/50 220-240V/50Hz

) Blu/h 9000 11000 18000 21000 30000
Cooling i
w 2600 3200 5100 5800 8800
Capacity t
; Btu/h 9200 11300 18000 21000 30000
Heating
w 2700 3300 5200 5800 8800
Cooling W 850 1045 1670 1900 3180
Power Input i
Heating w 790 1060 1650 1800 2880
Operating Cooling | A 3.8 45 74 8.2 14.6
Current Heating A 35 46 7.3 7.8 132
EER Ww 3.06 3.06 3.05 3.06 2.77
copP Ww 3.42 an 3.15 3.22 3.06
Air Flow Indoor unit m'lh 600 600 1000 1200 1400
Indoor unit | dB(A) 29-40 29-40 36-46 36-48 48-53
Noise Level
Outdoor unit | dB(A) 54 54 56 59 52
Net Dimension ndoorunit | mm | 780x276x202 780%276x202 950x313x240 1055%313%240 1300%332x245
(WxDxH) Outdoor unit | mm 700%225x500 715x235x540 850x295x605 850%295x605 900x330%835
Net Weight IDU/ODU Kg 10/25 10/28 14142 16/42 22165
géckiﬂg Indoorunit | mm 950%367x305 950%367%305 1045x403x330 1258%400%328 1515%428%345
Imension
(WxDxH) Outdoor unit = mm 825x320x550 B851x335=600 995x415x690 995x415x690 1030=440=960
Gross Weight  IDU/ODU Kg 12/29 12/33 17/49 20149 26/80
Loading ) [
Capaciy 40HQ Set 272 252 160 150 104
Non-inverter South Africa EER
Model CHIGO PANEL 156 CS-25H3A-1C156AY2L | CS-32H3A-1B156AYAL | CS-51H3A-1D156AE2B  CS-61H3A-1H156ASE
Power Supply VIHz/Ph 220-240/50 220-240/50 220-240/50 220-240/50
Btu/h
Cooling 9000 11000 18000 21000
w 2600 3200 5100 6100
Capacity T
. Btu/h 9200 11600 18100 21000
Heating
w 2700 3400 5300 6100
| Cooling w 850 1045 1665 1920
Power Input |
Heating w 790 1000 1550 1780
Cooling A 3.8 46 7.4 8.9
Operating Current | t
Heating A 3.5 4.4 6.9 8.3
EER Wiw 3.06 3.06 3.06 3.18
COP Wiw 3.42 3.40 3.42 343
Air Fiow \indoor unit  m¥h 600 1000 1000 1200
Indoor unit | dB(A) 29-40 32-43 36-46 36-48
Noise Level T
Outdoor unit  dB(A) 54 54 56 56
Net Dimension ._Indoor unit | mm 780%276%202 850%276%202 950%313=240 1055%313%240
(WxDxH) Outdoor unit - mm 700x225%500 715x235x540 850x295%605 870%310%700
Net Weight IDU/ODU  Kg 10/25 11/28 14/42 16/52
gia:]lél:gon Indoor unit | mm 950%367x305 930x366%292 1045%403x330 1258x400%328
(WxDxH) Outdoor unit  mm 825%320%550 851x335%600 995x415%690 990%410x780
Gross Weight | IDU/ODU  Kg 12/29 13/33 17749 20/57
Loading Capacity | 40°'HQ Set 272 268 180 150



DC-inverter South Africa EER |R410a”
Model CHIGO PANEL 156 | CS-25V3A-1C156AYAW | CS-35V3A-1C156AY4) | CS-51V3A-P156AE2N | CS-61V3A-W156AE2B
Power Supply \VIHziPh | 220-240/50 220-240/50 220-240/50 220-240/50
Coolng | el 9000 12000 18000 24000
[w 2500(1600~3300) 3200(1600~3950) 5100(2800~5500) 6000(2500-6500)
Capacity :
I L 9000 12000 18000 24000
w 2800(1300~3600) 3500(1550~4250) 5200(2900~5700) 5700(2100-7000)
Cooling | W 780(320~1100) 1040(450~1400) 1585(720~1880) 1995(700-3000)
Power Input :
Heating  |W 820(320~1100) 1020(370~1270) 1525(730~1920) 1670(450-2300)
Cooling | A 3.4(1.8~5.5) 4.7(2.1~6.9) 6.9(3.2~8.5) 8.7(3.2-13.6)
Operating Current - i
Heating | A 3.6(1.5~4.8) 4.5(1.7-6.2) 6.7(2.8~8.7) 7.3(2.6-10.5)
EER | wiw 3.21 3.08 3.22 3.01
cop ww 3.41 3.43 3.41 3.41
Air Flow Indoor unit I mh 600 600 850 1050
Indoor unit | dB(A) 28~40 30~42 42-46 42-48
MNoise Level '
Outdoor unit | dB(A) 50 53 55 55
i
Net Dimension | Indoor unit | mm 780%276%202 780x276x202 900x292x215 1080%302x220
(WxDxH) Outdoor unit | mm 715%235x540 715%235%540 850%295x605 850%295%605
Net Weight IDU/ODU Kg 10/27 10/27 14/40 16145
Packing Indoor unit | mm 960367305 060%36TX305 983%377x300 1275%392x318
Dimension i T e T
(WxDxH) Outdoor unit !mm 851x335%600 851x335%600 995x415x690 995x415%690
Gross Weight IDU/ODU I Kg 12129 12/29 17145 20/51
Loading Capacity 40'HQ Set 265 265 178 162
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I ZO n d O S 4 l Optional Strips Colr;

Block Gray Sitver Chompagne

Fast Cooling

The AC is operate in high-frequency when turning on which o —————| '
allow it could reach the setting temperature quickly and
achieve fast cooling at 30 seconds.

Sl

MMLT‘“m

Self-diagnosis

Automatic detection of abnormal operation or components,
fault codes will be displayed on the indoor unit,

=]
® %
|

Ao
\

|

Inner-grooved Copper Tubes

High quality inner-grooved copper increases the surface
area of the inner copper wall, significantly improving thermal
conductivity (heat conductivity is 20%-30% higher than that
of smooth tubes.

LULLCLLCEEL

T

M Stondard IS Cotional

Ta| oo ﬂ % (O (@] ‘ﬂl 1
s [ . | (&l |~ Lo ) =

Slnep Mode TurboColing!  Seft LED Setting Timer Switch Soll-diognoss Intligent Dafrost Child Lack IFenl fudte-restart
heating




Floor standing Type

South Africa EER

Model

Power Supply

Capacity

Power Input

Operating Current

EER
COoP

Air Flow

Moise Level

Met Dimension
(WxDxH)

MNet Weight

Packing Dimension
(WxDxH)

Gross Weight

Piping Connection

Gas

Liquid

Max. refrigerant pipe length
IMax. difference in level

Loading Capacity

Coaling

Heating

Cooling
Heating
Coaling

Heating

Indoar unit
Indoor unit
Outdoor unit
Indoar unit
Outdoor unit
IDU/ODU
Indoor unit
Qutdoor unit

IDU/ODU

40'HQ

VIHz/Ph

Btu/h

w

Btu/h

Set

CF-140A6A-E™"AF2A
380V/50Hz/3PH
47800
14000
51200
15000
4650
5000
8
8.5+11.4
3.01
3
1900
57
67
600%313x1868
970x345%1237
59/95
2085x750%520
1125%486%1385

75/108

©15.88
99.52

15/5
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| Aegean 09/Horizon 0/

k\ ORI RS

Aegean 09

360° Three Dimensional Air Delivery

360° air swing design allows air to reach every corner of a room
within a wide angle.

Washable Filter

Patented disassembling technology offers easier detachment, so
filter mesh may be cleaned at will,

Window/Wall available in 2019.

M Stondard S Cptional

Independent Timer Switch Manuol Button
Dehumiddying

Horizon 07

=




Window Type South Africa EER
Maodel CW-35H3A-RO7AB
Panel NO.
Rated volt and frequency Ph-V-Hz 220V"240V/50Hz
Cooling capacity W 3500
Cooling Cooling power input W 1120
Heating current input A 5
EER wiw 313
Heating capacity w 3000
Heating power input W 40
Heating
Heating current input A 45
COP wiw 313
Additional electrical heater power input W
Additional electrical heater current input A
Moisture Removal L/h
Max. input consumption W 1460
Max. current A 75
Outdoor Air Circulation(High/Med/Low) m3/h 2700m3/h
Cutdoor Noise Level dB dB(A) 55759/61°65dB(A)
Dimension (WxH=D) mm 660=435=650
Packing (L=WxH) mm 740x512%770
Net/Gross weight Kg 49/53

10
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| Finder 21/ Explorer 20/ Thinker 19

19 20

Compact Design

Compact and stylish exterior design, delivering a more
elegant appearance.

21,

(-

Omni-directional Casters

Integrated rotating casters allow the AC unit to be moved around
more freely.

M Stondard I Optional

X I,
L) | .

Irdpandent
Drebuevidl




Portable Type

South Africa EER

Maodel

Power Supply

Copocity

Power Input

Operating Current

EER
COP
Ajr Flow

MNoise Level

Dimension
(WxHxD)

Weight

V= HzPh
Btu/h
Cooling
W
Btu/h
Heating
W
Cooling . W
Heating W
Cooling A
Heating A
. WW
WrwW
Indoor unit m/hr
Indoor unit dB(A)
Net . mm
Packing mm
Met /Packing . Kg

CP-30H3A-N21A

220-240/50/1

12000

3000

12000

3000

1155

1000

55

45

260

3.00

400

55

438+378=718

A490=410=880

30/35

12
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| VRF System

Heat Recovery 8-64HP
R410a Single & modular

3-pipe system

Inverter compressor

Heat Pump 8-88HP
R410a Single & modular

2-pipe system

Inverter compressor

Eurovent Certificate

Heat Pump 8-33.5kw

R410a Single
2-pipe system
Inverter compressor

Indoor Unit
Duct-2.2 to 56kw

Cassette-2.2 to 16kw 4-way/8-way
Floor ceiling, Under ceiling-4.5 to 16kw
Wall mounted-2.2 to 7.1kw



| Light Commercial

Under ceiling
18KBtu to 60Kbtu
R410a, on&off/inverter heat pump

Cassette

12Kbtu to 60Kbtu

R410a, on&off/inverter heat pump
4-way/8-way

Duct

12Kbtu to 96Kbtu
R410a, on&off/inverter heat pump
Low,medium and high static

Chiller

Air-cooled modular type
R410a refrigeration

ke 2080wy haot numn
S S wiounVY (=10

s LpUumpe

Fan Coil Unit
Duct-1.1kw to 12.6kw
Cassette-1.8 to 15kw

14
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NOTES:
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change is going

C & M Air-Conditioning and Refrigeration (PTY)LTD / T/A CHIGO SA

Add:C/o Jakaranda Str & Jurg Ave Hennopspark,Centurion,Gauteng Province, 0157
Tel+27 87 944 2163  Cell no: 082 604 5943 Centurion , Gauteng
http://www.chigo.co.za E-mailineels@chigo.co.za

WWW.CHIGO.CO.ZA
CHIGO has received TMP and WTDP approval from agencies including UL, TUV, SGS, and Intertek. Certification covers

2] international standards, a total of 1 )8 test items.
e B @8 8 CeO ===




